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MANUFACTURING OF THE VELOX 
  
Industrial sewing machines are used for the manufacture of the Velox mobile dam.  A lockstitch is used. This type of stitch does not break even if the 
main stitch has been severed.  A broken stitch does not affect the following stitches.  In addition to this secure stitching, there is also a second 
parallel stitch on all parts of the barrier.  

 
DURABILITY 
  
 Made of polyester canvas coated with PVC.   
 Estimated longevity is 20 years or more if used occasionally and/or for short periods.  Even though he polymer canvas has been treated to 

counter the harmful effects of ultraviolet rays, UV light remains the most harmful factor for the Velox.  
 Made entirely out of polymer, there are no risks of damage by humidity.  
 Resists temperatures of +50°C/+120°F to -40°C/-40°F. Even when stored for several years at these temperatures (maximum 10 years) this will 

not damage the barrier. 

 
MAINTENANCE 
  
We recommend to wash and dry the Velox flood barrier before storing it.  Using a 
pressure washer is advised.  Also check for any damages that may have occurred 
during deployment.  
  
Rear straps have been provided every 1,5m at the rear of the barrier in order to 
facilitate hanging up the barrier.  This will make cleaning and drying of the Velox 
barrier easier and more effective.  A fence or rack can be used to attach to in order to 
wash and dry the barrier. One hook will be required for each rear strap.   
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STORAGE 
  
It is advised to store the Velox in a vertical position in order to maintain its shape when rolled up. It 
is not recommended to store on a damp surface. It is best to keep the Velox on a wooden pallet.   
  
If water is trapped inside the barrier during storage, this will not affect product longevity as long as 
the water is dirt free. Organic material and other waste material left inside the barrier can damage 
the fabric or emit odors when re-deploying the barrier.  
  
Every barrier should be kept in its storage bag or crate for protection against UV rays and dirt.   
Rodents and other pests are not attracted to polymer canvas. 

VELOX
™

  │  MOBILE FLOOD BARRIER  │ 

2 

RESISTANCE TO CHEMICALS 
  
The Velox flood barrier can resist multiple chemical substances.   
See annex ‘Chemical Resistance’. 
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